
Apply With Confidence

YOUR COMPLETE  
FLUID APPLIED 
ROOF RESTORATION
SOLUTION
Professional-grade restoration, repair and maintenance products for BUR, Mod Bit,Metal, 
Concrete, PUF and Single-Ply roofing systems. 
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Types of Fluid Applied Restoration Systems

Advantages of Fluid Applied Roof Restoration Systems

Avoid roof tear-offs:  Save time and money.  Avoid landfill expenses.

Extend the life of your roof:  Restoration systems provide the lowest life cycle costs.

Ideal for virtually all roofs: 

Achieve Cool Roof savings:   

The responsible choice: 

Material & Labor Warranties:   
Warranty on our Fluid Applied Restoration Systems when applied according to specification.

Tropical Roofing Products Technical team is experienced and equipped to provide total Restoration System support in all 
phases of the project and can create custom specifications to meet the contractor’s and building owners unique needs.

Tropical Roofing Products is a national manufacturer of a 
full range of innovative solutions and system technologies 
that effectively seal, waterproof and maintain the roof for 
the life of the building.  We’ve been leading the way in  
Fluid Applied Roofing Solutions for over 60 years.
Tropical Roofing Products offers Fluid Applied Roof  

Restoration Coatings and Systems for every substrate al
lowing building owners and facility managers to avoid costly, 

their goal of achieving long term roof performance and the 
lowest roof life cycle cost.

Fluid Applied Roof Restoration
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Coating solution. And, in a business where time equals money, roofing contractors will enjoy improved installation efficiency and building 

Time and Labor Savings:  
on most roofing membranes, our system offers significant 
cost savings associated with labor, priming and time delays. 

Superior Adhesion: 100% Silicone adhesion promoters and 

 

FAST CURE TIME: 
hours depending on heat and humidity conditions.

Re-Coatable: 
be applied over previously Silicone coated roofs. 

High Build Formulation: Allows for single coat application 

Unaffected by Standing Water: Ponding water resistant

914P ETERNA-SIL 100% Silicone Features & Benefits

Ease of Use:
can be applied with common airless equipment, roller or brush.

Silicone Durability: Cured silicone rubber exhibits excellent 

temperatures, ultraviolet radiation, rain and snow.

VOC Compliant: 

Longer Storage and Shelf Life: 
Silicone Roof Coating can be stored in unheated warehouses 
during cooler months. Shelf life is 18 months from date of 
manufacture when properly stored. 

Safer: No Methyl Ethyl Ketoxime. Low VOC formula. 
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ELASTOMERIC ROOF COATINGS

ing applied in a single coat. While a primer is not required, an asphalt 

meric membrane exhibiting outstanding weathering water resistance 
for application over itself and other silicone roof coatings on architec

Application rates will vary by surface,  
porosity, and job conditions. Please  
consult Tropical Roofing Products for  

914P ETERNA-SIL Premium 100% Silicone Roof Coating

A professional grade, Energy Star rated, CRRC rated, California Title 

properties for application over architectural surfaces such as vertical 

Application rates will vary by surface,  
porosity, and job conditions. Please  
consult Tropical Roofing Products for  

904P ETERNA-SIL Premium Origina Formula Silicone Roof Coating

A professional grade ENERGY STAR®

tive, fast drying 100% acrylic elastomeric roof coating that adheres to 

roof surface and interior temperature while forming a seamless and 

prematurely aging the surface of your roof. Easily applied with heavy 
duty sprayer, heavy duty paint roller, or brush.

ft. per coat dependent upon roof porosity. 
CRRC-ID# 0656-0002

911 Eternalastic White Elastomeric Roof Coating 
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A 100% acrylic based high quality, heavy bodied, roof coating ready 

with the movement of the roof.  903 is specifically designed to seal 
and dramatically reduce the roof surface temperature while forming 

damaging rays from prematurely aging the surface of your roof. Easily 
applied with heavy duty sprayer, heavy duty paint roller, or brush.

per coat dependent upon roof porosity. 

903 Sunguard Roof Coating  

excellent elongation, cold weather pliability, as well as weatherproofing 
and waterproofing resistance. Can be applied to metal, steel, con

coatings and most painted surfaces.  Easily applied by brush, airless 

Two one gallon coats are required per 100 

12 to 24 hours per coat dependent upon 
ambient temperatures and humidity.

972 SEBS Elastomeric Coating *Regional Availability 

An ENERGY STAR®

ible coating will expand and contract with the movement and severe 

drastically reduce the roof surface and interior temperature while form

damaging rays from prematurely aging the surface of your roof. Easily 
applied with heavy duty sprayer, heavy duty paint roller, or brush.

ft. per coat dependent upon roof porosity. 
CRRC-ID# 0656-0001

921 REFLEX® White Elastomeric Roof Coating  

An ENERGY STAR®

and dramatically reduce the roof surface temperature while forming 

damaging rays from prematurely aging the surface of your roof. Easily 
applied with heavy duty sprayer, heavy duty paint roller, or brush.

per coat dependent upon roof porosity. 
CRRC-ID# 0656-0003

901 White Elastomeric Roof Coating  

ELASTOMERIC ROOF COATINGS 
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ELASTOMERIC ROOF MASTICS

seams, directional wall changes, screw heads, and roof penetrations. 

Apply at a minimum rate of 25–30 linear 
feet per gallon with 4” to 6” wide 1/8” 

950 ETERNAMASTIC Elastomeric Roof Mastic   

 

directional wall changes, screw heads, or any place a roof penetra

Apply at a minimum rate of 25–30 linear 
feet per gallon with 4” to 6” wide 1/8” 

951 Fibered Eternamastic   

a tough and durable elastomeric membrane. Exceptional elongation 
properties, cold weather pliability, excellent weather and water

an excellent sealant for horizontal and vertical seams and joints in 

Apply at a minimum rate of 25–30 linear 

application.

975 SEBS Elastomeric Flashing Mastic *Regional Availability    

A professional grade high performing sealant for protection of seams, 
penetrations, and fasteners on various architectural surfaces and roof

and natural weathering.

Apply at a minimum rate of 25–30 linear 
feet per gallon with 4” to 6” wide 1/8” 

vary by surface, porosity, and job condi
tions.  Please consult Tropical Roofing 

requirements. 

9100 ETERNA-SIL Premium Silicone Multi-Purpose Mastic 
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ELASTOMERIC ROOF PRIMERS

to aid in the adhesion of the Eternalastic coating. Provides a bond 
between the surface of a metal roof and the Eternalastic roof coating. 

elastomeric coatings. 

Apply at a rate of approximately  

960 ETERNALASTIC Acrylic Metal Primer  

A water based, easily applied primer that was developed to help 
ensure superior finish coating adhesion. To be used when applying any 

into the concrete thus preparing the surface for maximum perfor

Apply at a rate of approximately  

970 ETERNALASTIC Concrete Primer     

dry performance. 

Apply at a rate of 1.0 gallon per 100 
sq. feet per coat dependent upon roof 
porosity. 

996 ETERNA-SIL Premium Asphalt Bleed Blocker

991 ETERNALASTIC TPO BASE COAT
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ELASTOMERIC ROOF PRIMERS 

and vertical surfaces including wood, concrete and metal. Easily ap
plied with heavy duty sprayer, heavy duty paint roller, or brush.

Proper application will cover approxi
 

depending on surface porosity. 

985 ETERNASTIK Water Based Primer

A water based primer designed for use where there is residual asphalt 

help ensure superior finished coating adhesion as well as to prevent 
coating discoloration from asphalt bleed through. For metal roofing, it 

Easily applied by roller or airless sprayer.

Apply at a rate of approximately  
1 gallon per 100 sq. ft.

980 ETERNALASTIC Acrylic Primer  

A rinseable low viscosity, sprayable liquid formulated to be used as a 

er will significantly improve the adhesion of the elastomeric coating to 

Apply at a rate of approximately  
1 gallon per 500 sq. ft.

990 ETERNALASTIC EPDM Rinseable Primer 

8



ASPHALT ROOF EMULSIONS

as an all purpose roof surface sealer with corrosion resistance to pro

and tough emulsified sealer reinforced with fiber that will not run, sag, 

with a brush, roller or airless professional sprayer. 

Meets and exceeds all the require-
ments of ASTM D 1227, TYPE II, 
Class I. Miami-Dade NOA Compliant.  

gallons per 100 sq. ft. per coat as a roof 

fabrics.

363 Fibered Asphalt Emulsion

sealer. Formulated as an all purpose roof surface sealer with cor

conditions. Easily applied with a brush, roller or airless professional 
sprayer. 

Meets and exceeds all the require-
ments of ASTM D 1227, TYPE III, 
Class I.  Apply at the rate of approxi

total for restoration systems along with 

365 Modified Asphalt Emulsion

level. The special Neoprene liquid rubber will allow Tropical Roofing 
Products coatings to bond to a smooth asphaltic/rubberized surface 

tions. Easily applied with a brush, roller or airless professional sprayer. 

Complies with ASTM D 1227 
TYPE III and Federal Specification 
TTC 1079. Apply at the rate of approxi

total for restoration systems along with 

367 Neoprene Modified Asphalt Emulsion

formulated as an all purpose roof surface sealer with corrosion 

under most weather conditions. Easily applied with a brush, roller or 
airless professional sprayer. 

360 Non-Fibered Asphalt Emulsion

Meets and exceeds all the require-
ments of ASTM D 1227, TYPE III, 
Class I. Miami-Dade NOA Compliant,
UL approved as part of 911 and 921 
restoration coating system.
 
gallons per 100 sq. ft. per coat as a roof 

fabrics.

9



STANDARD ROOF CEMENTS/MASTICS

that  adheres and spreads easily to all prepared surfaces including 

surfaced cap sheet, smooth surface asphalt roofs, composition shingle, 
metal roofs and spudded gravel. Can also be used for repairing areas 

splits in concrete, and expansion joints on roofs. Will not sag, slip or 

select asphalt, minerals, plasticizers and aromatic hydrocarbons. 

101 Plastic Cement
Apply at a minimum rate of 40 linear ft. 

A professional grade mastic with buttery smooth consistency  
fortified with Power Gel Technology that adheres to most surfaces 
wet or dry.  501 All Weather Premium Roof Mastic is formulated for 

and other approved surfaces.This product is easily spread and used  

Readily adheres to all prepared surfaces by using trowel or glove. 

remain highly resilient and durable through all seasons in all weather. 
Recommended to be applied with cotton or yellow fabrics in a 

Meets ASTM D 4586 and ASTM D 
3409. Miami-Dade NOA Compliant.  
Apply at a minimum rate of 40 linear ft. 

 
application.

501 All Weather Premium Roof Mastic

consistency that adheres to most surfaces wet or dry.  Multipurpose 

shingles, concrete, and steel or metal roofs.  Easily applied around 

resilient and durable through all seasons Recommended to apply with 

Meets ASTM D 4586 and ASTM D 
3409. Miami-Dade NOA Compliant 
Apply at a minimum rate of 40 linear ft. 

 
application.

701 All Weather Flashing Cement

101 All Weather Plastic Cement

Meets ASTM D 4586 and ASTM D 
3409. Miami-Dade NOA Compliant.  
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MODIFIED ROOF CEMENTS/MASTICS

roofer.  providing strong adhesion to wet and dry surfaces. Will bond 
under water for permanent repairs. 2100 heavy duty commercial 

Power 
Gel Technology

to most surfaces in wet or dry conditions. 2100 is the premier repair 
compound that is easily spread and applied to repair splits, seams, 

control joints on roofs. This product is an excellent utility mastic for 
 

roof is exposed to high heat, such as heater vent pipes, and is excel

Meets ASTM D 4586 and ASTM D 
3409. Miami-Dade NOA Compliant 
Apply at a minimum rate of 40 linear ft 

 
application.

2100 All Weather Rubberized Flashing Cement 

11
crevices. Readily adheres to all prepared surfaces by using trowel, glove, 

highly resilient and durable through all seasons. Recommended to apply 

Meets ASTM D 4586 ASTM D 3409. 
Miami-Dade NOA Compliant. Apply at 
a minimum rate of 40 linear ft. per gallon 

805 Commercial Grade Roof Cement

STANDARD ROOF CEMENTS/MASTICS 



A dependable, versatile soft and pliable modified rubber mastic specifi
cally formulated for superior adhesion under severe cold and/or wet 
surface conditions, even in driving rain or under water.  Special unique 

all crevices.  Readily adheres to all prepared surfaces by using trowel, 

Fortified with Power Gel Technology so it will remain highly resilient and 
durable through all seasons.

508 Wet Surface Modified Mastic

Meets ASTM D 4586 and ASTM D 
3409. Approximate coverage is  
12 square feet per gallon. Apply at a 
minimum rate of 40 linear ft per gallon 

designed to be applied by the professional roofer under all weather 

nent repairs. Specifically designed for use with modified bitumen 
membranes, base sheets and ply sheets. The modified properties 
provides excellent adhesion, elongation and recovery characteristics. 

pane torches, and is ideal where their use is prohibited. This product 

Roofing Sheets. Easy spreading and application in all weather condi

under high heat conditions. Carefully mixed homogeneous blend of 

hydrocarbons. Fortified with Power Gel Technology so it will remain 
highly resilient and durable through all seasons. Recommended  

Meets ASTM D 4586 and ASTM D 
3409. Miami-Dade NOA Compliant.
Apply at a minimum rate of 40 linear ft. 

 
application.

509 All Weather Modified Mastic

ture and corrosion. Forms a heavy expandable, brilliant silvery finish 

damaging rays while reducing interior temperatures. May be used to 
repair modified asphalt sheets.  Readily adheres to all prepared sur

versatile and durable through all seasons.   

Meets the requirement for ASTM D 
4586. Apply at a minimum rate of
40 linear ft per gallon at 4” wide 1/8”

2200 Rubberized Aluminum Flashing Cement  *Regional Availability  

MODIFIED ROOF CEMENTS/MASTICS 
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coating.  Formulated to penetrate and provide an exceptional water
proofing as well as weathering protection layer for smooth or granu
lated built up roofing membranes.  Acts as a bonding compound that 
will adhere roofing granules or gravels to the existing roof surface.  

heavy duty sprayer, paint roller, or brush. 

202 Fibered Roof Coating *Regional Availability  

Meets ASTM D 4479. Miami-Dade 
NOA Compliant. Approximate 

depending on surface porosity.

coating.  Formulated to provide a tough waterproof shield resulting 

metal, built up roofs as well as below grade steel and metal piping.  

exterior dry concrete, as well as dry masonry walls and foundations.  
Easily applied with a brush, roller or airless professional sprayer. 

per 100 sq. ft. depending on surface 
porosity.

203 Non Fibered Roof Coating *Regional Availability  

ASPHALT ROOF COATINGS 

Asphalt Roof Resaturant is a carefully prepared blend of selected 

splitting under most conditions. Easily applied with a brush, roller or 
airless professional sprayer. 

Meets ASTM D 4479. Miami-Dade 
NOA Compliant. Apply at the rate of 
approximately 3 gallons per 100
sq. ft. depending on job specifications. 
Coverage rates vary dependent on  
surface type, condition, and porosity.

4003 Fibered Roof Re-saturant *Regional Availability  

509 Premium All-Weather  
Modified Mastic
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ASPHALT ROOF COATINGS 

sun’s damaging rays reducing interior temperatures thus lowering 

damaging rays reducing interior temperatures thus lowering cooling 
energy costs.  Easily applied with a brush, roller or airless professional 

Complies with ASTM D 2824 TYPE III 
and Federal Specification TTC 1079. 
Miami-Dade NOA  Apply at the rate of 

120 Fibered Aluminum Roof Coating  *Regional Availability

ing formulated with superior quality leafing grade aluminum pigment 

damaging rays reducing interior temperatures thus lowering cooling 

Meets and exceeds all the require-
ments of ASTM D 2824 TYPE III. 

over the entire surface with a soft bristle 

thoroughly before and during applica

direction.

110 Premium Fibered Aluminum Roof Coating  *Regional Availability  

106  Premium Non-Fibered Aluminum Roof Coating  *Regional Availability

An extremely brilliant, durable aluminum roof coating. Special Resin 
formulation is added during the mixing process to change the char
acteristics of the asphalt itself in order to give a harder, shinier finish. 

interior temperatures, while protecting the underlayment. Can be used 

and structural steel. Easily applied with a brush, roller or airless pro

Meets and exceeds all the require-
ments of ASTM D 2824 TYPE l.  

over the entire surface with a soft bristle 

 
Stir thoroughly.

126 Non-Fibered Aluminum Roof Coating   *Regional Availability

A glossy, brilliant, durable aluminum roof coating designed to provide 
lasting moisture and heat resistant properties to extend the life of the 
underlying roof membrane.  Can be used on most roof types, stor

the sun’s damaging rays reducing interior temperatures thus lowering 

ASTM D 2824, TYPE I. Miami-Dade 
NOA.   

cation. Stir thoroughly before and during 
application. 
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priming most surfaces prior to application of cold applied or hot 
mopped asphalt coatings, roof cements, adhesives, asphalt damp 

coating. Easily applied by roller, brush, or airless sprayer.

104 Asphalt Concrete Primer
Meets ASTM D 41, FED SPEC SS-A-
701, Miami-Dade NOA.  Apply at a rate 

depending on porosity.

used for priming most surfaces prior to application of cold applied 
or hot mopped asphalt coatings, roof cements, adhesives, asphalt 

alone roof coating. Easily applied  by brush, squeegee, roller, or 
airless sprayer.   

Meets ASTM D 41, FED SPEC SS-
A-701, Miami-Dade NOA. Application 

spray can depending on surface 
porosity. 

410 QUICK DRY Asphalt Primer

ASPHALT PRIMERS
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911 Eternalastic White Elastomeric
Roof Coating



A high grade, fibered, asphalt solvent blend of medium brushing 

purpose formulation to be used as a lap cement adhesive with rolled 

systems. This adhesive is applied uniformly between layers of roofing 

specifications. Easily applied with a squeegee, roller or airless profes
sional sprayer.

711  Cold-Process Lap Cement 

Meets and exceeds all the require-
ments of ASTM D 3019,TYPE III. 
Miami-Dade NOA. Apply at a rate of 

A professional grade cold applied, with superior bonding strength.  A 
polymer modified asphalt adhesive that provides excellent adhesion 
and elongation properties with unsurpassed resiliency and durability. 

ply, and as a lap cement, or can be used as a high quality roof adhe
sive. Applied uniformly between layers of roofing at the rate of 1 to 1.5 
gallons per 100 sq. ft. Easily applied with a squeegee, roller or airless 
professional sprayer. 

216 Modified Bitumen Adhesive 

ADHESIVES/SEALANT

Meets and exceeds all the require-
ments of ASTM D 3019, TYPE I. 
Miami-Dade NOA. Apply at a rate of  

depending on surface porosity.
 

 

 

 

951 Fibered Eternamastic

Sealer will repel water, weatherproof, protect and extend the life of 
your roof. Easily applied with a brush, roller or airless professional 
sprayer.   

642 Crystal Clear Tile Sealer

Two coats required. An application rate 

Allow the first coat to dry a minimum of  
3 hours. The application rate will vary 
due to surface porosity.

SPECIALTY PRODUCTS
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Polyester Reinforcement Fabric  

701 All-Weather Flashing Cementnt
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508 Wet Weather Modified Mastic

120

126

360

363

365

901

911

921

960

980

990

4003

Fibered Aluminum Roof Coating

Non-Fibered Aluminum Roof Coating

Non-Fibered Asphalt Emulsion

Fibered Asphalt Emulsion

Modified Asphalt Emulsion

White Elastomeric Roof Coating

Eternalastic White Elastomeric Roof Coating

Reflex White Elastomeric Roof Coating

Eternalastic Metal Primer

Eternalastic Acrylic Asphalt Primer

Eternalastic EDPM Rinseable Primer

Fibered Resaturant and Sealer

1

1

2

2

2

2

1

1

1

1

1

1

1-1.5 Gal.

.05-1 Gal.

3-4 Gal. Coat

3-4 Gal. Coat

2-3 Gal. Coat

1-2 Gal. Coat

1-2 Gal. Coat

1-2 Gal. Coat

1 Gal.

1 Gal.

.02 Gal.

3 Gal.

3000

3000

3000

1500

1500

2000 Min.

2000 Min.

2000 Min.

1000

Hudson 
Sprayer

1000

1000

1.5 Gal.

1.5 Gal.

2-8 Gal.

2-8 Gal.

2-8 Gal.

4 Gal.

2 Gal.

3 Gal.

1 Gal.

1 Gal.

.20 Per Sq.

3 Gal.

.051-.067

.033-.067

.0861<

.0861<

.0861<

.0631<

.0631<

.0631<

.025-.067

.025-.067

0.051

.0861<

Hudson 
Sprayer

6”

6”

6-12”

6-12”

6-12”

12-18”

12-18”

6-12”

6-12”

8”

*COVERAGE IS BASED ON COAT AND SATURATION PER 100 SQ. FT.    
**AMBIENT TEMPERATURE WILL EFFECT SPRAYABILITY.  SIZE AND LENGTH OF HOSE WITH ELEVATION WILL EFFECT SPRAYER OUTPUT.    
***FAN WIDTH MAY VARY
****FIBERED PRODUCT SHOULD NOT CONTAIN A BREAKER BAr    

367 Neoprene Modified Asphalt Emulsion 2 2-3 Gal. Coat 1500 2-8 Gal. .0861< 6-12”

642 Crystal Clear Tile Sealer 2 1 Gal. 1000 .5 Gal. .0051< 8”

970 Eternalastic Concrete Primer 1 0.5 Gal. 1000 1 Gal. .025-.067 6-12”

985 Eternalastic Water Based Primer 1 .02 Gal. 1000 6-12”.20 Per Sq.

Hudson 
Sprayer

12-18”

106 Non-Fibered Aluminum Roof Coating 1 .05-1 Gal. 3000 1.5 Gal. .033-.067 6”

Application Rates and Spray Tip Sizes

110 Fibered Aluminum Roof Coating 1 1-1.5 Gal. 3000 1.5 Gal. .051-.067 6”
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FLORIDA 

 
800.432.2855

CALIFORNIA 
14435 MACAW STREET 

877.827.2622

TEXAS 

866.727.0091

 
 

to access our website  
and YouTube videos.

www.tropicalroofingproducts.com
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